FLOATING FLOOR

Norac manufactures and supplies floating floor systems designed for strength, safety, ease
of installation and sound reduction properties. The floor system is constructed of

galvanized steel cassettes of 3 mm thickness, but is easy to transport and install.




SLOATING FLOORS / F-300 A-O/A-60

Galvanized steel casettes og 3 mm thickness.

All 4 edges are bent for maximum strength.

DESCRIPTION
FLOATING FLOOR
Fire class A-0/A-60
Di . With 300 mm
imensions Length 1970 mm
A-0: 33,6 kg/m?
wea e
D i el A-0 without bottom layer of insulation, 33 mm thick . A 60 class, 63 mm thick
Steel 3 mm galvanized
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OUR OFFICES

NORAC AS (head office)

Kystveien 18,

4841 Arendal, Norway

Phone: +47 37 05 92 50
NORWAY

Mailing Address: Arendal

Postbox 1593 Stoa,
4847 Arendal, Norway

www.norac.no

UAB NORAC AS LITHUANIA

Pramones g.3, Panevezys
LT-35289 PaneveZys, Lietuvos
Phone: +370 45 443602

NORAC SUZHOU LTD.
Jin Wang Road No.2

Xu Guan Town

Suzhou New District, China

Tel: +86 512-6575 6299
Cel: +86 18915598797
P.C:215151

www.norac.com.cn
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